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Demo: 

Your Proteus is pre-configured to display a video overlay demo on a HD (1920 x 1080) video input.  

To view the demo, set up Proteus as shown in Figure 1 

   

HD-SDI or HDMI Monitor 

HD (1920 x 1080) Capable

 Optional Video input

HD (1920 x 1080) 

 

Figure 1 

To disable demo: 

Press Shift +Alt + C on the keyboard to permanently disable the demo. 
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Documentations: 

1. Visit https://www.videologixinc.com/software-updates and download the zip file VIDEOLOGIX-IV.ZIP 

2. Extract the zip file into your root drive C:\ 
3. Folder C:\VideoLogix-IV will be created on your C: as shown below: 

 

 

 

The User Manual along with other documents reside in the Documentation folder. 

Quick Tutorial: 

For a quick tutorial, follow “Insert Time, Date” example described on page 20 of the User Manual 

  

https://www.videologixinc.com/software-updates/
https://www.videologixinc.com/wp-content/uploads/2018/05/VideoLogix-IV.zip
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PS2 keyboard commands 

Keyboard command Description 

F1...F7 Execute Macro # 1...4 

F8 Shortcut to “Edit: User Texts” 

F9 Launch Main Menu 

F10 Save   changes & exit Main Menu 

ESC Abort changes and exit Main Menu 

Alt + G Draw 50 x 50 pixel gridlines on video 

Alt + H Help 

ALT + CTRL + SHIFT +   R Erase all Macros & Strings from FLASH 

 

Keyboard shortcuts used when placing text on video 

Keyboard command Description 

C or Ctrl + C Color: Change text foreground color 

F or Ctrl + F Font: Change font type 

W or Ctrl + W Width: Change width of the field 

J  or Ctrl + J Justify text: Left, center or right justification text within field 

B or Ctrl + B Background color: Change text background color 

Ctrl + Arrow or Alt + Arrow Move text location. Hold Ctrl to move the field 30 pixels and Alt to move the field 2 pixels. 

 


